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ESECUZIONE DEI RULLI FOLLI DI PVC
CONSTRUCTION OF PVC IDLERS

Rulli di PVC con il mantello composto da tubo di PVC e
testate porta cuscinetti di resina poliammidica resi soli-
dali per pressione.

Essi sono montati su cuscinetti obliqui a sfere a pieno
riempimento con o senza gabbia distanziatrice, prelubri-
ficati e protetti con guarnizioni parapolvere a labirinto.

Le finiture dei rulli, le esecuzioni dei cuscinetti e le tem-
perature d’esercizio sono riportate da pag. 12 a pag.
15. Le forme di fissaggio degli assi sono riportate a
pag. 19.

Essi sono impiegati nella realizzazione di trasportatori a
gravita, a spinta e motorizzati.

Gli schemi e le Tabelle di pag. 18 ne riportano le carat-
teristiche dimensionali.

Temperatura d’esercizio normale TN: -5 + +50 [°C].

PVC idlers with tube surface in PVC and polyamide
head for ball-bearings, pressure-jointed.

Mounted on oblique (angular contact) ball-bearings with
or without cage, pre-greased and protected by dust-
proof labyrinth gaskets.

Roller finishes, operating temperatures and ball-bea-
rings available are described on pages 12-15.

Shaft connections are described on page 19.

Used in gravity conveyors or motor-driven systems.
Dimensions are shown on page 18.

Standard operating temperature TN:—5 = +50 [°C].
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