g cEcno 3uLLi

SERIE 553.0 SERIES 553.0

RULL FOLLI DI PVC

Rulli folli con tubo di PVC montati su cuscinetti obliqui a
sfere prelubrificati e protetti contro gli spruzzi d'acqua,
con testate di resina poliammidica PA, asse e molla
d'acciaio.

Su richiesta: asse e molla d'acciaio inox, tubo di PVC
speciale, cuscinetti radiali a sfere tipo 6002 o 6202:
d'acciaio, di resina termoplastica, d'acciaio inox.

Temperatura d’esercizio normale TN: -5 + +50 [°C].

PVC IDLERS

Idlers with PVC tubes on oblique (angular contact) pre-
greased ball-bearings protected against water spray,
with polyamide PA resin heads, steel shaft and spring.

If required the shaft and spring may be supplied in
stainless steel, the tube in special PVC, the ball-bea-
rings with radial 6002 or 6202 type steel, thermoplastic
resin or stainless steel.

Standard operating temperature TN:—5 = +50 [°C].
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attacchi forma AS 19
attachment shapes A5 P89-
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attacchi forma A3 19
attachment shapes A3 P89-
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Tabella 7 RULLI FOLLI DI PVC SERIE 553.0 PVC IDLERS SERIES 553.0 halbie
T peso totale rullo kg peso parti rotanti kg
tipo total roller weight kg |weight of rotary parts kg
type D s da d M T E a b
min. | max. L=200 :}r:'pgl_ em L=200 :":'f:h::, o
553.0.80.6 8 8 5 L+16 8 0,2241 0,0076
553.0.100.6 40 2,0 10 10 6 L+20 | 10 0,2687 0,0098 0,1162 0,0037
553.0.120.6 12 12 8 L+24 | 12 0,3218 0,0125
553.0.80.8 8 8 5 L+16 8 0,3234 0,0102
553.0.100.8 10 10 6 L+20 | 10 0,3664 0,0125
553.0.110.8 50 2,8 |ES11|EST1 L+22 | 11 0,4062 0,0145 0,1960 0,0063
553.0.120.8 12 12 8 L+24 | 12 0,4188 0,0152
553.0.140.8 14 14 | 8-10 L9 L+28 | 14 45 20 | 1000 0,4812 0,0184
553.0.80.25 8 8 5 L+16 8 0,3886 0,0124
553.0.100.25 10 10 6 L+20 | 10 0,4315 0,0147
553.0.110.25 63 3,0 |ES11|ES11 L+22 | 11 0,4715 0,0167 0,2672 0,0086
553.0.120.25 2 12 8 L+24 | 12 0,4841 0,0174
553.0.140.25 14 14 | 8-10 L+28 14 0,5464 0,0206
553.0.110.27 ES11|ES11 L+22 | 11 0,7228 0,0258
553.0.120.27 90 43 12 12 8 L+24 | 12 0,7354 0,0265 0,5163 0,0175
553.0.140.27 14 14 | 8-10 L+28 | 14 0,7978 0,0297
Tabella 8 Cs carico statico dei rulli in funzione della loro lunghezza Table 8
roller static loads according to length
d = mm diametro dell’asse del rullo L = mm lunghezza dei rulli
roller shaft diameter roller length
D 8 10 ES11 12 14 200 | 300 | 400 | 500 | 600 | 700 | 800 | 900 |1000
tipo rullo roller type Cs = daN = kgf
40 553.0.80.6 553.0.100.6 553.0.110.6 43 28 20 16 10 6
50 553.0.100.8 | 553.0.110.8 | 553.0.120.8 | 553.0.140.8 54 35 25 20 13 8 6
63 553.0.110.25 | 553.0.120.25 | 553.0.140.25 | 94 60 50 45 25 15 10
920 553.0.110.27 | 553.0.120.27 | 553.0.140.27 | 110 | 69 58 52 29 17 12 10 5
Tabella 9 Cd carico dinamico dei rulli in funzione della velocita del trasportatore Table 9
roller dynamic loads according to conveyor speed
T -
D 8 10 ES11 12 14 0,05 [ 0,10 0,20 | 0,30 | 0,40 | 0,50 [ 0,60 | 0,70 | 0,75
tipo rullo rolier type Cd = daN = kgf
40 553.0.80.6 553.0.100.6 553.0.110.6 98 70 48 39 34
50 553.0.100.8 | 553.0.110.8 | 553.0.120.8 | 553.0.140.8 132 | 81 55 45 40 34 6
63 553.0.110.25 | 553.0.120.25 | 553.0.14025 | 117 | 92 64 50 44 40 36 32 31
20 553.0.110.27 | 553.0.120.27 | 553.0.140.27 | 154 | 132 | 81 61 51 46 43 40 38
Tabella 10 Cd carico dinamico dei rulli in funzione del loro numero di giri Table 10
roller dynamic loads according to their rpm
n = 1/min numero di giri del rullo number of roller rpm
n 0 | 2 | s | 7 | 10 | 150 | 200 | 250 300
m“ﬂrei:sr::i':s Cd = daN = kgf
553.0 55 | 9 | 70 | s | a7 | 4 | s | a0 25




