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ESEcUZIoNE dEI RULLI d’accIaIo GRaFFaTI
CoNSTrUCTIoN oF CLAMPED STEEL roLLErS

Rulli d’acciaio con il mantello composto da tubo e testa-
te porta cuscinetti resi solidali per pressione. 
Essi sono montati su cuscinetti obliqui o radiali a sfere,
prelubrificati e protetti con guarnizioni parapolvere a dop -
pio labirinto.
I rulli d’acciaio graffati sono impiegati nei trasportatori a
nastro con carichi contenuti o medio-pesanti. 
Gli schemi e le Tabelle di pag. 34 ne riportano le caratte -
ristiche dimensionali ed i carichi massimi. 
Temperatura d’esercizio : -10 ÷ +90 [°C].

Steel rollers with the roller shell consisting of driven-fit in -
tegral pipe and bearing-holder heads. 
These are mounted on prelubricated and protected ob -
lique or radial ball bearings with double-labyrinth dust
seals.
Clamped steel rollers are employed in belt conveyors with
average to medium-heavy loads. 
The diagrams and Tables on page 34 give the dimensions
and maximum loads.
Operating temperature: -10 ÷ +90 [°C].

T

D

d
a

d
a

D

T

D

d
a

d
a

D

Ch

M

Ch

M

Tabella 22                                                                                                        Table 22

serie
series

da d ch M
T carico max. cs

load max. Cs

n = 10 [1/min]
pag.

min. max.

13.0 15
60

12
8
10

70 1400 daN 260 36
76

Tabella 23                                                                                                        Table 23

serie
series

da d ch M
T carico max. cs

load max. Cs

n = 10 [1/min]
pag.

min. max.

13.1.0 15

60

17
8
10

70 1600 daN 360 3776

89

13.2.0 15

60

17
8
10

70 1400 daN 260 3876

89

13.3.0 15

60

17
8
10

70 1600 daN 360 3976

89

Tabella 24                                                                                                        Table 24

serie
series

da d ch M
T carico max. cs

load max. Cs

n = 10 [1/min]
pag.

min. max.

17.1.0 17

60

15
10
12

80 1600 daN 320 4076

89


